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carpet tiles for classrooms
Classroom carpet tiles selected to conform to the Education and Skills 
Funding Agency technical requirements for minimum light reflectance 
of floorcoverings in classrooms.



tile 
roll

Tile Specification

Product Description: Fibre Bonded

Pile Yarn Description: 80% Polypropylene

15% Nylon 5% Recycled PolyesterTile

Dimensions: 50 cm × 50 cm

Total Thickness: 7.8 mm

Pile Weight: 950 g/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

Roll Specification

Product Description: Fibre Bonded

Pile Yarn Description: 80% Polypropylene

15% Nylon 5% Recycled Polyester

Roll Length: 30m

Roll Width: 2m

Total Thickness: 6 mm

Total Weight: 950 g/m2 

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

low
carbon

anti fray
anti ravel

BioBase®

backing

supercordiale®
supercordiale®  has a palette of 40 colours is an ideal choice for 
use in schools, colleges and universities, perfect for heavy footfall 
environments.

Made from solution dyed fibres including 5% recycled polyster 
and our unique BioBase® recycled backing, supercordiale® is 
low carbon.

2eco matters®

12034 honey

12134 honey

12005 diamond

12105 diamond

12004 storm

12104 storm

12019 horizon

12119 horizon

12082 aqua

12182 aqua
12030 lime

12130 lime

12068 tangerine

12168 tangerine

12067 saffron

12167 saffron
12072 fern
12172 fern

12078 sand

12178 sand

12075 mauve

12175 mauve

12071 sagebrush
12171 sagebrush

12091 stones

12191 stones

12074 lilac

12174 lilac

12060 silver

12160 silver



academy®
academy® is an extremely durable broad ribbed fibre bonded 
carpet tile and is particularly suited for public buildings, such 
as schools, and other commercial interiors. Made from a high 
performance mix of solution dyed fibres, it is available in a wide 
range of 24 exciting colourways.

Made from solution dyed fibres including 5% recycled polyster 
and our unique BioBase® recycled backing, academy® is low 
carbon.
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roll

Tile Specification

Product Description: Fibre Bonded

Pile Yarn Description: 80% Polypropylene

15% Nylon 5% Recycled PolyesterTile

Dimensions: 50 cm × 50 cm

Total Thickness: 7.5 mm

Pile Weight: 940 g/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

Roll Specification

Product Description: Fibre Bonded

Pile Yarn Description: 80% Polypropylene,

15% Nylon, 5% Recycled Polyester

Roll Length: 30m

Roll Width: 2m

Total Thickness: 5.5 mm

Total Weight: 940 g/m2 

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

low
carbon

anti fray
anti ravel

2eco matters®

BioBase®

backing

11505 diamond grey

11805 diamond grey

11504 storm grey

11804 storm grey

11517 denim blue

11817 denim blue
11519 horizon blue

11819 horizon blue
11534 honey beige

11834 honey beige
11578 sandy beige
11878 sandy beige

11571 sage green

11871 sage green

11567 saffron yellow

11867 saffron yellow

11568 tangerine orange

11868 tangerine orange
11530 lime green

11830 lime green



Specification

Product Description: Structure Bonded®

Pile Yarn Description: 85% Polypropylene  15% Nylon

Tile Dimensions: 50 cm × 50 cm

Total Thickness: 7.8 mm

Pile Weight: 950 g/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

1845 scarlet runner

1891 pewter cloud 1830 lime street 1839 mandarin duck1887 gold quest1813 lavender oil1803 concrete jungle 1882 turquoise mountain

low
carbon

anti fray
anti ravel

BioBase®

backing

lateral®
lateral® is extremely durable mixed ribbed carpet tiles. Made using 
Burmatex®’s unique structure bonded® technique and solution 
dyed fibres, lateral® is easy to maintain and feature anti-fray/
anti-ravel technology. Widely used in the education and 
commercial sectors, lateral® offers a low embodied carbon, 
sustainable flooring solution, perfect for heavy footfall environments



BioBase®

backing

34705 ice mineral

34712 cold cove 34713 ultra yellow 34714 jade layer

34701 slate grey 34702 silver salt

34709 base blue

34704 gravel greige 34706 quartz sand

34708 cyan flux

34707 sepia fusion

low
carbon

Specification

Product Description: Low Carbon Level Loop

Pile Yarn Description: 100% Econyl® regenerated recyclable solution dyed nylon

Tile Dimensions: 50 cm × 50 cm

Pile Height: 4.3 mm

Total Thickness: 6.8 mm 

Pile Weight: 550 g/m2 

Tufts per m2: 177,165/m2 

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

infinity®
infinity® is a 550g level loop pile carpet tile collection of 16 shades, 
inspired by flecked textures and colours found in raw materials 
and nature. Visual inspiration from rocks, gemstones, coastlines, 
and minerals help to create the individual aspect of this heavy 
commercial range. This specific characteristic of the tile provides 
excellent soil hiding properties..

Made from 100% Econyl® regenerated recyclable solution dyed 
nylon yarn and our unique BioBase® recycled backing, infinity® is 
low carbon and a considered choice for sustainable building 
projects.

100% Econyl® 

2eco matters®



21902 coal grey stripe

21815 dark beige21814 medium beige

21803 medium grey

21810 sky blue21819 orange

21813 light beige 21817 light grey 21811 green 21818 moss green

Specification

Product Description: Low Level Loop

Pile Yarn Description: EqoCycle®75 recycled solution dyed nylon

Tile Dimensions: 50 cm × 50 cm

Pile Height: 3.0 mm

Total Thickness: 5.5 mm 

Pile Weight: 500 g/m2 

Tufts per m2: 196,850/m2 

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

go to®
Made from EqoCycle®75 recycled solution dyed nylon, and our 
unique BioBase™ recycled backing, go to delivers class 33 Heavy 
Commercial Use performance at unrivalled value. Supported by high 
stock levels, and rapid delivery, the 20 colour palette of coordinating 
plains and stripes provides versatility for use in any space.

go to has a proven track record of high performance and resilience 
that Burmatex® carpet tiles are known for. This core level loop range 
is the go to choice for users that are looking for a quick and easy 
carpet installation option.

go to go to stripe

EqoCycle® 75 
recycled yarn

BioBase™ 
backing

low
carbon



tivoli® tile
Comprised of tivoli® and tivoli® multiline the options for floor 
design are endless. With a coordinated colour palette of 40 and Class 
33, this enduring collection is suitable for use in a wide variety of 
commercial interiors.

Made from EqoBalance® sustainable yarn and our unique  
BioBase® recycled backing, tivoli® is low carbon.

Specification

Product Description: Low Level Loop

Pile Yarn Description: EqoBalance® sustainable yarn, solution dyed nylon

Tile Dimensions: 50 cm × 50 cm

Total Thickness: 6.5 mm 

Pile Weight: 600 g/m2

Tufts per m2: 196.500/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

low
carbon

BioBase®

backing
EqoBalance® 
yarn

2eco matters®

20245 dominica dawn 20275 aruba dusk 20717 great barrier blue20265 kythira blue20242 antigua steel20703 melanesia grey 20208 belize greige

20263 naxos breeze 20281 baltic blue 20262 crete blue 20715 palm green20282 greenland fern20252 nassau skies 20201 guyana moss

20283 bengal base 20246 tobago sands20284 tasmanian rock20267 miami aqua20266 tiki yellow 20268 sri lanka sands

20276 tropic purple 20278 capetown clay 20279 madagascan orange20277 pink paradise20714 hawaiian purple 20716 volcanic flame

20252 seychelles beige



carpet tiles for common areas



12005 diamond

12030 lime 12082 aqua

12060 silver

12083 emerald 12073 peacock

12003 clouds

12025 sea 12022 turquoise 12074 lilac12013 lavender

12105 diamond

12130 lime 12122 turquoise

12160 silver

12183 emerald 12113 lavender

12103 clouds

12125 sea 12174 lilac12182 aqua 12173 peacock

12067 saffron12065 earth 12068 tangerine12066 electric 12069 crimson 12070 cherry12085 paprika

12166 electric 12167 saffron 12169 crimson12165 earth 12168 tangerine 12185 paprika 12170 cherry

12001 ebony 12019 horizon12004 storm12002 charcoal

12101 ebony 12104 storm 12119 horizon12102 charcoal

12062 sapphire 12014 atlantis 12063 ultramarine12007 ink 12081 sky 12091 stones12064 midnight

12181 sky 12191 stones12162 sapphire 12114 atlantis 12163 ultramarine12107 ink 12164 midnight

12071 sagebrush
12171 sagebrush

12084 violet

12184  violet

12072 fern
12172 fern

12061 ocean

12161 ocean

12078 sand

12178 sand

12017 denim

12117 denim

12034 honey

12134 honey

12075 mauve

12175 mauve

tile 
roll

Tile Specification

Product Description: Fibre Bonded

Pile Yarn Description: 80% Polypropylene

15% Nylon 5% Recycled PolyesterTile

Dimensions: 50 cm × 50 cm

Total Thickness: 7.8 mm

Pile Weight: 950 g/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

Roll Specification

Product Description: Fibre Bonded

Pile Yarn Description: 80% Polypropylene

15% Nylon 5% Recycled Polyester

Roll Length: 30m

Roll Width: 2m

Total Thickness: 6 mm

Total Weight: 950 g/m2 

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

low
carbon

anti fray
anti ravel

BioBase®

backing

supercordiale®
supercordiale®  has a palette of 40 colours is an ideal choice for 
use in schools, colleges and universities, perfect for heavy footfall 
environments.

Made from solution dyed fibres including 5% recycled polyster 
and our unique BioBase® recycled backing, supercordiale® is 
low carbon.

2eco matters®

12076 rose 12077 orchid 12080 indigo

12176 rose 12177 orchid 12180 indigo



11505 diamond grey 11503 grey cloud 11502 charcoal grey

11805 diamond grey 11803 grey cloud 11802 charcoal grey

academy®
academy® is an extremely durable broad ribbed fibre bonded 
carpet tile and is particularly suited for public buildings, such 
as schools, and other commercial interiors. Made from a high 
performance mix of solution dyed fibres, it is available in a wide 
range of 24 exciting colourways.

Made from solution dyed fibres including 5% recycled polyster 
and our unique BioBase® recycled backing, academy® is low 
carbon.

tile 
roll

Tile Specification

Product Description: Fibre Bonded

Pile Yarn Description: 80% Polypropylene

15% Nylon 5% Recycled PolyesterTile

Dimensions: 50 cm × 50 cm

Total Thickness: 7.5 mm

Pile Weight: 940 g/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

Roll Specification

Product Description: Fibre Bonded

Pile Yarn Description: 80% Polypropylene,

15% Nylon, 5% Recycled Polyester

Roll Length: 30m

Roll Width: 2m

Total Thickness: 5.5 mm

Total Weight: 940 g/m2 

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

low
carbon

anti fray
anti ravel

2eco matters®

BioBase®

backing

11571 sage green

11871 sage green

11564 midnight sky

11864 midnight sky
11504 storm grey 11517 denim blue 11507 ink blue11501 ebony slate

11804 storm grey 11817 denim blue 11807 ink blue11801 ebony slate

11568 tangerine orange 11530 lime green 11574 lilac iris11567 saffron yellow 11583 emerald green 11584 dark violet 11577 purple orchid

11868 tangerine orange 11830 lime green 11874 lilac iris11867 saffron yellow 11883 emerald green 11884 dark violet 11877 purple orchid
11570 cherry red
11870 cherry red

11514 atlantis blue 11565 earth brown11562 sapphire blue 11522 turquoise blue 11534 honey beige11519 horizon blue 11578 sandy beige

11814 atlantis blue 11865 earth brown11862 sapphire blue 11822 turquoise blue 11834 honey beige11819 horizon blue 11878 sandy beige



34705 ice mineral 34703  stone shadow

34710 navy element34712 cold cove

34713 ultra yellow 34714 jade layer

34701 slate grey 34702 silver salt

34709 base blue

34704 gravel greige

34716 purple prism

34706 quartz sand

34715 cherry shade34708 cyan flux

34707 sepia fusion

34711 bronze brown

low
carbon

Specification

Product Description: Low Carbon Level Loop

Pile Yarn Description: 100% Econyl® regenerated recyclable solution dyed nylon

Tile Dimensions: 50 cm × 50 cm

Pile Height: 4.3 mm

Total Thickness: 6.8 mm 

Pile Weight: 550 g/m2 

Tufts per m2: 177,165/m2 

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

infinity®
infinity® is a 550g level loop pile carpet tile collection of 16 shades, 
inspired by flecked textures and colours found in raw materials 
and nature. Visual inspiration from rocks, gemstones, coastlines, 
and minerals help to create the individual aspect of this heavy 
commercial range. This specific characteristic of the tile provides 
excellent soil hiding properties..

Made from 100% Econyl® regenerated recyclable solution dyed 
nylon yarn and our unique BioBase® recycled backing, infinity® is 
low carbon and a considered choice for sustainable building 
projects.

100% Econyl® 

2eco matters®

BioBase™ 
backing



21815 dark beige21814 medium beige21813 light beige 21811 green 21818 moss green21915 dark beige stripe

21822 deep blue 21821 purple21806 sea blue 21820 red21810 sky blue 21819 orange21906 sea blue stripe

21816 metal grey 21801 jet black21802 coal grey21803 medium grey21817 light grey 21903 medium grey stripe21902 coal grey stripe

Specification

Product Description: Low Level Loop

Pile Yarn Description: EqoCycle®75 recycled solution dyed nylon

Tile Dimensions: 50 cm × 50 cm

Pile Height: 3.0 mm

Total Thickness: 5.5 mm 

Pile Weight: 500 g/m2 

Tufts per m2: 196,850/m2 

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

go to®
Made from EqoCycle®75 recycled solution dyed nylon, and our 
unique BioBase™ recycled backing, go to delivers class 33 Heavy 
Commercial Use performance at unrivalled value. Supported by high 
stock levels, and rapid delivery, the 20 colour palette of coordinating 
plains and stripes provides versatility for use in any space.

go to has a proven track record of high performance and resilience 
that Burmatex® carpet tiles are known for. This core level loop range 
is the go to choice for users that are looking for a quick and easy 
carpet installation option.

go to go to stripe

EqoCycle® 75 
recycled yarn

BioBase™ 
backing

low
carbon



tivoli® tile
Comprised of tivoli® and tivoli® multiline the options for floor 
design are endless. With a coordinated colour palette of 40 and Class 
33, this enduring collection is suitable for use in a wide variety of 
commercial interiors.

Made from EqoBalance® sustainable yarn and our unique  
BioBase® recycled backing, tivoli® is low carbon.

Specification

Product Description: Low Level Loop

Pile Yarn Description: EqoBalance® sustainable yarn, solution dyed nylon

Tile Dimensions: 50 cm × 50 cm

Total Thickness: 6.5 mm 

Pile Weight: 600 g/m2

Tufts per m2: 196.500/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

low
carbon

BioBase®

backing

20245 dominica dawn

20275 aruba dusk

20703 melanesia grey 20242 antigua steel 20208 belize greige 20213 serranilla stone 20207 st lucia night20707 tenerife black

20281 baltic blue

20260 st kitts basalt 20263 naxos breeze20259  montserrat black 20717 great barrier blue20265 kythira blue 20220 barbados blue

20253 key west blue 20282 greenland fern20709 mediterranean topaz 20285 hudson bay20252 nassau skies 20262 crete blue

20267 miami aqua20266 tiki yellow 20711 seychelles beige 20268 sri lanka sands 20283 bengal base20201 guyana moss20715 palm green

EqoBalance® 
yarn

2eco matters®



Specification

Product Description: Low Level Loop

Pile Yarn Description: EqoBalance® sustainable yarn, solution dyed nylon

Tile Dimensions: 50 cm × 50 cm

Total Thickness: 6.5 mm 

Pile Weight: 600 g/m2

Tufts per m2: 196.500/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

low
carbon

BioBase®

backing
EqoBalance® 
yarn

tivoli® tile (cont).
Comprised of tivoli® and tivoli® multiline the options for floor 
design are endless. With a coordinated colour palette of 40 and Class 
33, this enduring collection is suitable for use in a wide variety of 
commercial interiors.

Made from EqoBalance® sustainable yarn and our unique  
BioBase® recycled backing, tivoli® is low carbon.

2eco matters®

20284 tasmanian rock 20246 tobago sands 20276 tropic purple 20714 hawaiian purple 20277 pink paradise 20270 pinta purple20254 puerto rico purple

20716 volcanic flame 20278 capetwon clay 20279  madagascan orange 20273 rio red20280 cuban brown



Specification

Product Description: Structure Bonded®

Pile Yarn Description: 85% Polypropylene  15% Nylon

Tile Dimensions: 50 cm × 50 cm

Total Thickness: 7.8 mm

Pile Weight: 950 g/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

lateral®
lateral® is extremely durable mixed ribbed carpet tiles. Made using 
Burmatex®’s unique structure bonded® technique and solution 
dyed fibres, lateral® is easy to maintain and feature anti-fray/
anti-ravel technology. Widely used in the education and 
commercial sectors, lateral® offers a low embodied carbon, 
sustainable flooring solution, perfect for heavy footfall environments

1834 soap stone 1805 diamond dust

1883 emerald coast

1845 scarlet runner

1891 pewter cloud

1814 blue monday

1830 lime street 1839 mandarin duck

1802 zinc asphalt 1809 ink stone

1812 indigo snake

1887 gold quest

1801 carbon steel

1813 lavender oil 1890 purple emperor

1803 concrete jungle

1882 turquoise mountain1886 pink diamond

BioBase™ 
backing

low
carbon

anti fray
anti ravel



Specification

Product Description: Structure Bonded®

Pile Yarn Description: 85% Polypropylene  15% Nylon

Tile Dimensions: 50 cm × 50 cm

Total Thickness: 8.0 mm

Pile Weight: 1000 g/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

code
code is the next generation in structure bonded® design, evolving 
from the technology that created lateral®. code is extremely 
durable mixed ribbed carpet tiles. Made using Burmatex®’s unique 
structure bonded® technique and solution dyed fibres, code is 
easy to maintain and feature anti-fray/anti-ravel technology. 
Widely used in the education and commercial sectors, code offers 
a low embodied carbon, sustainable flooring solution, perfect for 
heavy footfall environments

12904 scarlet fever

12929 pitch black

12916 pink panther 12925 emerald city

12912 cool stone 12926 pewter track 12923 ink film12930 diamond coal

12927 blue reef

12902 lime zest

12906 metal shock

12924 lavender seed

12918 rolled gold

12931 indigo stack

12928 night suede

12920 deep purple

12901 sun burst

12922 turquoise opal

BioBase™ 
backing

low
carbon

anti fray
anti ravel



entrance matting & 
performance barrier systems



Specification

Product Description: Performance Barrier System

Pile Yarn Description: 1100% Econyl® regenerated recyclable solution dyed nylon

Tile Dimensions: 50 cm × 50 cm

Total Thickness: 10.0 mm

Pile Weight: 920 g/m2

Tufts per m2: 110.236/m2

Castor Chair Rating: BS EN 985 Pass

Body Voltage Test: BS ISO 6356:2000 <2kV

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Bfl-s1

armour
Made from 100% Econyl® regenerated recyclable solution 
dyed nylon yarn and our unique BioBase™ recycled backing. 
armour uses the latest yarn technology to maximise moisture 
absorption, actively scrape away dirt, and provide heavy duty 
performance. This enables armour to remove up to 90% of 
the dirt and moisture tracked into a building, making it the 
ideal choice for entrance areas, lobbies, lifts and staircases. 
Use armour to make the right first impression, and to protect 
your interior flooring finishes.

18707 cobalt

18701 graphite

18708 cobalt stripe

18702 graphite stripe

18704 sterling 18705 sterling stripe

100% Econyl® protects BioBase™ 
backing



Specification

Product Description: Fibre Bonded

Pile Yarn Description: 100% Polypropylene 

Roll Length: 30m

Roll Width: 2m

Total Thickness: 10.0 mm +/-10%

Total Weight: 1490 g/m2 +/-10%

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Efl-s1

7700 grimebuster
Made from 100% polypropylene recyclable fibre and our unique BioBase® recycled 
backing. 7700 grimebuster is able to withstand heavy foot traffic as well as creating an 
effective barrier against dirt and wear.

7840 charcoal 7828 blue 7839 brown 7846 fawn 7836 green

protects 
withstands 

heavy traffic



Specification

Product Description: Fibre Bonded

Pile Yarn Description: 100% Polypropylene 

Roll Length: 30m

Roll Width: 2m

Total Thickness: 10.0 mm +/-10%

Total Weight: 1490 g/m2 +/-10%

Colour Fastness To Light: Minimum grade 6

Flammability: Euroclass Efl-s1

7800 chevrolay
Made from 100% polypropylene recyclable fibre and our unique BioBase® recycled backing. 
7800 chevrolay is able to withstand heavy foot traffic as well as creating an effective barrier 
against dirt and wear.

1440 grey 1428 blue 1439 brown 1446 fawn 1436 green

protects 
withstands 

heavy traffic





Quarter Turn

For best results 
we recommend

supercordiale®

80% Polypropylene 15% Nylon 5% Recycled Polyester
50cm x 50cm
950g/m2

4200g/m2

7.8mm
BioBase® recycled backing (recycled BS EN ISO 14021)
Heavy Contract
Euroclass Bfl-s1
Tog Rating 0.84
Pass - continuous use (BS EN 985)
BS 4939:1987 (2003) Recovery >80% (24hrs)
BS ISO 2094:1999 (2005) Loss <20% (1000 impacts)
BS ISO 6356:2000 <2kV
BS EN ISO 105 – B02 Minimum grade 6
BS 1006:UK-TB: 1990 Minimum Grade 4
BS EN 354:2003
BS EN ISO 10140-3:2010 18dB
BS EN ISO 140-8: Part 8: 1998 16.1dB
A+
15 years
20 (5m2)

Product Name
Fibre
Dimensions
Pile Weight
Total Weight
Total Thickness
Backing
Wear Classification
Flammability
Thermal Resistance
Castor Chair Rating
Static Loading
Dynamic Loading
Body Voltage Test  
Colour Fastness To Light
Colour Fastness To Shampoo
Sound Absorption Coefficient
Reduction in Impact Noise
Reduction in Impact Noise at 1000Hz
VOC
Warranty
Number of Tiles per Box

technical specifications

07
2895-CPR-SH00987
EN 14041:2004

/AC:2006 

R a

22
0338-CPR-1005
EN 14041:2004

/AC:2006 

R avLKpqsey

Product code Product colour name CIE Y Product code Product colour name CIE Y

12105 diamond 11.70 12167 saffron 21.24

12160 silver 8.32 12168 tangerine 14.14

12103 clouds 6.07 12169 crimson 5.88

12102 charcoal 3.19 12185 paprika 4.52

12101 ebony 2.35 12170 cherry 2.93

12104 storm 9.05 12171 sagebrush 8.16

12119 horizon 8.23 12172 fern 7.37

12117 denim 5.83 12130 lime 8.83

12161 ocean 4.10 12183 emerald 4.97

12107 ink 2.73 12125 sea 6.59

12181 sky 6.67 12182 aqua 9.40

12162 sapphire 3.44 12173 peacock 6.72

12114 atlantis 3.79 12122 turquoise 5.02

12163 ultramarine 3.85 12113 lavender 5.32

12164 midnight 2.27 12174 lilac 7.84

12191 stones 14.76 12184 violet 2.71

12134 honey 13.24 12175 mauve 9.62

12178 sand 7.48 12176 rose 5.73

12165 earth 4.51 12177 orchid 3.72

12166 electric 5.36 12180 indigo 3.20

LRV values for supercordiale®



Quarter Turn

For best results 
we recommend

academy® 

80% Polypropylene 15% Nylon 5% Recycled Polyester
50cm x 50cm
940g/m2

4050g/m2

7.5mm
BioBase® recycled backing (recycled BS EN ISO 14021)
Heavy Contract
Euroclass Bfl-s1
Tog Rating 0.84
Pass - continuous use (BS EN 985)
BS 4939:1987 (2003) Recovery >80% (24hrs)
BS ISO 2094:1999 (2005) Loss <20% (1000 impacts)
BS ISO 6356:2000 <2kV
BS EN ISO 105 – B02 Minimum grade 6
BS 1006:UK-TB: 1990 Minimum Grade 4
BS EN 354:2003
BS EN ISO 10140-3:2010 21dB
BS EN ISO 140-8: Part 8: 1998 30.7dB
A+
15 years
20 (5m2)

Product Name
Fibre
Dimensions
Pile Weight
Total Weight
Total Thickness
Backing
Wear Classification
Flammability
Thermal Resistance
Castor Chair Rating
Static Loading
Dynamic Loading
Body Voltage Test  
Colour Fastness To Light
Colour Fastness To Shampoo
Sound Absorption Coefficient
Reduction in Impact Noise
Reduction in Impact Noise at 1000Hz
VOC
Warranty
Number of Tiles per Box

technical specifications
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Product code Product colour name CIE Y Product code Product colour name CIE Y

11805 diamond grey 10.38 11834 honey beige 11.83

11803 grey cloud 5.25 11878 sandy beige 7.48

11802 charcoal grey 3.45 11865 earth brown 4.51

11801 ebony slate 2.03 11871 sage green 8.16

11804 storm grey 8.99 11867 saffron yellow 21.24

11817 denim blue 7.14 11868 tangerine orange 14.14

11807 ink blue 2.71 11830 lime green 9.42

11864 midnight sky 2.27 11883 emerald green 4.87

11819 horizon blue 7.61 11874 lilac iris 6.16

11814 atlantis blue 3.99 11884 dark violet 2.78

11862 sapphire blue 3.44 11877 purple orchid 3.72

11822 turquoise blue 4.92 11870 cherry red 2.93

LRV values for academy®



Product Name 
Product Description
Pile Yarn Description
Tile Dimensions
Pile Yarn Weight
Total Weight
Pile Height
Total Thickness
Construction
Tufts per m2 / Pile Density
Backing Description
Wear Classification
Luxury Rating Class
Flammability
Thermal Resistance
Castor Chair Rating
Hexapod
Static Loading
Dynamic Loading
Body Voltage Test
Colour Fastness To Light
Colour Fastness To Shampoo
Sound Absorption Coefficient
Reduction in Impact Noise
Reduction in Impact Noise at 1000Hz
Number Of Tiles Per Box
VOC
Warranty

infinity® 

Low Carbon Level Loop
100% Econyl® regenerated recyclable solution dyed nylon
50cm x 50cm
550g/m2

4000g/m2

4.3mm
6.8mm
Tufted 1/10th gauge loop
177,165/m2

BioBase® recycled backing (recycled EN 14021)
Class 33 heavy commercial use (BS EN 1307)
LC1
Euroclass Bfl-s1
Tog Rating: 0.43
BS EN 985 Pass - suitable for continuous use
BS ISO 10361: Method B:2000 3 to 4
BS 4939: 1987 (2003) Recovery >80% (24hrs)
BS ISO 2094: 1999 (2005) Loss <20% (1000 impacts)
BS ISO 6356:2000 <2kV
BS EN ISO 105 – B02 Minimum Grade 6
BS 1006:UK-TB: 1990 Minimum Grade 4-5
BS EN 354:2003
BS EN ISO 10140-3:2010 23dB
BS EN ISO 10140-3:2010 35.3dB at 1000Hz
20 (5m2)
Class A+
15 years

5vLKpqsey

07
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EN 14041:2004
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R a

22
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R a

monolithic

quarter turn

technical specifications

Product code Product colour name CIE Y

34705 ice mineral 21.64

34701 slate grey 14.76

34702 silver salt 8.70

34703 stone shadow 4.56

34706 quartz sand 13.95

34704 gravel greige 9.17

34707 sepia fusion 10.13

34711 bronze brown 4.78

34712 cold cove 15.95

34708 cyan flux 11.22

34709 base blue 8.12

34710 navy element 4.71

34713 ultra yellow 16.75

34714 jade layer 14.01

34715 cherry shade 4.87

34716 purple prism 3.56

LRV values for infinity®



Product Name 
Product Description
Pile Yarn Description
Tile Dimensions
Pile Yarn Weight
Total Weight
Total Thickness
Construction
Tufts per m2 / Pile Density
Backing Description
Wear Classification
Luxury Rating Class
Flammability
Thermal Resistance
Castor Chair Rating
Hexapod
Static Loading
Dynamic Loading
Body Voltage Test
Colour Fastness To Light
Colour Fastness To Shampoo
Sound Absorption Coefficient
Reduction in Impact Noise
Reduction in Impact Noise at 1000Hz
Number Of Tiles Per Box
VOC
Warranty

tivoli®

Low Carbon Level Loop
EqoBalance® sustainable yarn, solution dyed nylon
50cm x 50cm
600g/m2

4050g/m2

6.5mm
1/10th gauge loop 
196,500/m2 

BioBase® recycled backing (recycled BS EN ISO 14021)
Class 33 heavy commercial use (BS EN 1307)
LC2
Euroclass Bfl-s1
Tog Rating: 0.39
Pass - continuous use (BS EN 985)
BS ISO 10361: Method B:2000 3 to 4
BS 4939: 1987 (2003) Recovery >80% (24hrs)
BS ISO 2094: 1999 (2005) Loss <20% (1000 impacts)
BS ISO 6356:2012 <2kV
BS EN ISO 105 – B02 Minimum Grade 6
BS ISO 18168:2015 Minimum Grade 4-5
BS EN 354:2003
BS EN ISO 10140-3:2010 23dB
BS EN ISO 10140-3:2010 35.6
20 (5m2)/18 (4.5m2)
Class A+
15 years
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technical specifications
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Product code Product colour name CIE Y Product code Product colour name CIE Y

20245 dominica dawn 11.93 20282 greenland fern 18.77

20703 multiline melanesia grey 8.11 20715 multiline palm green 11.13

20242 antigua steel 10.06 20201 guyana moss 9.06

20208 belize greige 12.13 20266 tiki yellow 16.09

20213 serranilla stone 6.16 20267 miami qua 17.21

20707 multiline tenerife black 5.80 20711 multiline seychelles beige 12.31

20207 st lucia night 4.02 20268 sri lanka sands 17.62

20275 aruba dusk 7.02 20283 bengal base 11.03

20260 st kitts basalt 2.19 20284 tasmanian rock 10.04

20259 montserrat black 2.07 20246 tobago sands 14.42

20265 kythira blue 18.19 20276 tropic purple 13.45

20717 multiline great barrier blue 8.37 20714 multiline hawaiian purple 7.99

20220 barbados blue 6.23 20277 pink paradise 12.44

20263 naxos breeze 8.24 20254 puerto rico purple 6.65

20281 baltic blue 14.76 20270 pinta purple 4.00

20709 multiline mediterranean topaz 6.67 20716 multiline volcanic flame 10.43

20252 nassau skies 8.30 20278 capetown clay 14.37

20262 crete blue 8.95 20279 madagascan orange 11.40

20285 hudson bay 5.08 20280 cuban brown 6.85

20253 key west blue 2.69 20273 rio red 4.08

LRV values for tivoli®



Product Name
Product Description
Pile Yarn Description
Tile Dimensions
Pile Yarn Weight
Total Weight
Pile Height
Total Thickness
Construction
Tufts per m2 / Pile Density
Backing Description
Wear Classification
Luxury Rating Class
Flammability
Thermal Resistance
Castor Chair Rating
Hexapod
Static Loading
Dynamic Loading
Body Voltage Test
Colour Fastness To Light
Colour Fastness To Shampoo
Sound Absorption Coefficient
Reduction in Impact Noise
Reduction in Impact Noise at 1000Hz
Number Of Tiles Per Box
VOC
Warranty

go to®

Low Carbon Level Loop
EqoCycle® 75 recycled solution dyed nylon
50cm x 50cm
500g/m2

3810g/m2

3.0mm
5.5mm
Tufted 1/10th gauge loop
196,850/m2

BioBase® backing (recycled EN 14021)
class 33 heavy commercial use (BS EN 1307)
LC1
Euroclass Bfl-s1
Tog Rating: 0.42
BS EN 985 Pass - suitable for continuous use
BS ISO 10361: Method B:2000 3 to 4
BS 4939: 1987 (2003) Recovery >80% (24hrs)
BS ISO 2094: 1999 (2005) Loss <20% (1000 impacts)
BS ISO 6356:2000 <2kV
BS EN ISO 105 – B02 Minimum Grade 6
BS 1006:UK-TB: 1990 Minimum Grade 4-5
BS EN 354:2003
BS EN ISO 10140-3:2010 20dB
BS EN ISO 10140-3:2010 28.5dB
20 (5m2)
Class A+
15 years

monolithic

quarter turn

quarter turn

go to 

go to stripe

brick

07
2895-CPR-SH00987
EN 14041:2004

/AC:2006 

R a

22
0338-CPR-1005
EN 14041:2004

/AC:2006 

R a5vLKpqsey

Product code Product colour name CIE Y

21801 jet black 3.01

21802 coal grey 5.21

21803 medium grey 9.19

21806 sea blue 6.45

21810 sky blue 12.13

21811 green 16.80

21813 light beige 21.14

21814 medium beige 13.20

21815 dark beige 9.07

21816 metal grey 6.27

21817 light grey 13.98

21818 moss green 12.53

21819 orange 12.04

21820 red 4.68

21821 purple 6.67

21822 deep blue 5.74

21902 coal grey stripe 10.36

21903 medium grey stripe 6.49

21906 sea blue stripe 4.83

21915 dark beige stripe 6.03

LRV values for go to®
technical specifications



Product Name
Product Description
Pile Yarn Description
Tile Dimensions
Pile Weight
Total Weight
Total Thickness
Backing Description
Wear Classification
Flammability
Thermal Resistance
Castor Chair Rating
Static Loading
Dynamic Loading
Body Voltage Test
Colour Fastness To Light
Colour Fastness To Shampoo
Sound Absorption Coefficient
Reduction in Impact Noise
Reduction in Impact Noise at 1000Hz
Warranty 
Number Of Tiles Per Box

lateral®

Low Carbon Structure Bonded®

85% Polypropylene 15% Nylon
50cm x 50cm
950g/m2 

4200g/m2 

7.8mm
BioBase® backing (recycled EN 14021)
Heavy Contract
Euroclass Bfl-s1
Tog Rating 0.62; ISO 8302: 0.07 m2K/W
BS EN 985 Pass - suitable for continuous use
BS 4939: 1987 (2003) Recovery >80% (24hrs)
BS ISO 2094: 1999 (2005) Loss <20% (1000 impacts)
BS ISO 6356:2000 <2kV
BS EN ISO 105 – B02 Minimum grade 6
BS 1006:UK-TB: 1990 Minimum Grade 4-5
BS EN 354:2003
BS EN ISO 140-8: Part 8: 1998 18dB
BS EN ISO 140-8: Part 8: 1998 17.1dB
15 years
16 (4m2)

Quarter Turn

Brick

*All tiles within this design 
are unique and any linear 

aspects may not match 
from one tile to the next

For best results 
we recommend*

vLKpqsey
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Product code Product colour name CIE Y

1801 carbon steel 2.30

1802 zinc asphalt 3.73

1803 concrete jungle 6.20

1805 diamond dust 9.98

1809 ink stone 5.43

1812 indigo snake 3.77

1813 lavender oil 6.93

1814 blue monday 4.41

1830 lime street 9.53

1834 soap stone 11.79

1839 mandarin duck 13.48

1845 scarlet runner 5.64

1882 turquoise mountain 10.44

1883 emerald coast 5.63

1886 pink diamond 4.95

1887 gold quest 13.87

1890 purple emperor 4.48

1891 pewter cloud 14.76

LRV values for lateral®
technical specifications



Product Name
Product Description
Pile Yarn Description
Tile Dimensions
Pile Weight
Total Weight
Total Thickness
Backing Description
Wear Classification
Flammability
Thermal Resistance
Castor Chair Rating
Static Loading
Dynamic Loading
Body Voltage Test
Colour Fastness To Light
Colour Fastness To Shampoo
Sound Absorption Coefficient
Reduction in Impact Noise
Reduction in Impact Noise at 1000Hz
Warranty
Number Of Tiles Per Box

code
Low Carbon Structure Bonded®

85% Polypropylene 15% Nylon
50cm x 50cm
1000g/m2
4250g/m2 
8.0mm
BioBase® backing (recycled EN 14021)
Heavy Contract
Euroclass Bfl-s1
Tog Rating 0.62; ISO 8302: 0.07 m2K/W
BS EN 985 Pass - suitable for continuous use
BS 4939: 1987 (2003) Recovery >80% (24hrs)
BS ISO 2094: 1999 (2005) Loss <20% (1000 impacts)
BS ISO 6356:2000 <2kV
BS EN ISO 105 – B02 Minimum grade 6
BS 1006:UK-TB: 1990 Minimum Grade 5
BS EN 354:2003
BS EN ISO 140-8: Part 8: 1998 17dB
BS EN ISO 140-8: Part 8: 1998 16.1dB
15 years
16 (4m2)

Random

Quarter Turn

Brick

*All tiles within this design 
are unique and any linear 

aspects may not match 
from one tile to the next

For best results 
we recommend*

vLKpqsey
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Product code Product colour name CIE Y

12901 sun burst 6.21

12902 lime zest 5.26

12904 scarlet fever 3.44

12906 metal shock 5.75

12912 cool stone 6.43

12916 pink panther 3.70

12918 rolled gold 6.16

12920 deep purple 3.11

12922 turquoise opal 6.25

12923 ink film 3.86

12924 lavender seed 4.26

12925 emerald city 3.98

12926 pewter track 7.04

12927 blue reef 3.12

12928 night suede 2.72

12929 pitch black 1.70

12930 diamond coal 6.45

12931 indigo stack 2.27

LRV values for code
technical specifications



Product Name
Product Description
Pile Yarn Description
Tile Dimensions
Pile Yarn Weight
Total Weight
Pile Height
Total Thickness
Gauge/ends per 10cm
Tufts per m2 / Pile Density
Backing Description
Wear Classification
Luxury Rating Class
Flammability
Castor Chair Rating
Hexapod
Static Loading
Dynamic Loading
Body Voltage Test  
Colour Fastness To Light
Colour Fastness To Shampoo
Warranty
Number Of Tiles Per Box

armour
Cut Pile
100% Econyl® regenerated recyclable solution dyed nylon
50cm x 50cm
920g/m2
4500g/m2 
7.5mm
10.0mm
1/10th gauge 28 stitches
110,236/m2
BioBase® recycled backing (recycled BS EN ISO 14021)
BS EN 1307 Heavy Commercial Use Class 33
LC3
Euroclass Bfl-s1
BS EN 985 Pass - suitable for continuous use
BS ISO 10361: Method B:2000 3 to 4
BS 4939:1987 (2003) Recovery >80% (24hrs)
BS ISO 2094:1999 (2005) Loss <20% (1000 impacts)
BS ISO 6356:2000 <2kV
BS EN ISO 105 – B02 Minimum Grade 6
BS 1006:UK-TB: 1990 Minimum Grade 4-5
15 years
16 (4m2)

Random

Quarter Turn

Brick

*All tiles within this design are 
unique and any linear 

aspects may not match from 
one tile to the next

For best results 
we recommend*

5vLKbsy
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Product code Product colour name CIE Y

18701 graphite 2.68

18702 graphite stripe 2.12

18704 sterling 4.39

18705 sterling stripe 2.47

18707 cobalt 3.05

18708 cobalt stripe 2.12

LRV values for armour
technical specifications



Fibre
Dimensions
Total Weight
Total Thickness
Wear Classification
Flammability
Colour Fastness To Light
Colour Fastness To Shampoo
Warranty

100% Polypropylene
2m x 30m
1490g/m2 

10.0mm
Heavy Contract
Euroclass Dfl-s1
BS EN ISO 105 – B02 Minimum grade 6
BS 1006:UK-TB: 1990 Minimum Grade 4
15 years

07
2895-CPR-SH00987
EN 14041:2004
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7700 grimebuster & 7800 chevrolay - carpet sheets

Product code Product colour name CIE Y

1428 blue 3.38

1436 green 2.60

1439 brown 1.88

1440 grey 4.10

1446 fawn 4.28

LRV values for 700 grimebuster & 7800 chevrolay
technical specifications



Head Office
Victoria Mills, The Green, Ossett

West Yorkshire, WF5 0AN
United Kingdom

Tel:  +44 (0) 1924 262525
Email:  marketing@burmatex.co.uk
Web:  www.burmatex.co.uk

our products contribute
towards Leed accreditation

LEED
our products are supported 
by a 3rd party verified EPD

EPD SKA
our products adhere to 
SKA standards

WELL Building Standards
Our products contribute to 
WELL Building Standards

We are committed to helping deliver a sustainable future, because we 
believe that what we do matters. To help us deliver on this commitment,
we have developed ecomatters2

®, our sustainability principles, supported 
by independent 3rd party verification.

Social Values 
& Well Being

Journey to 
Net Zero 
& Beyond

NET
ZERO

Positive 
Environmental 

Impact

2eco matters®


